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ULP32
UNICLAMP Pneumatic retractable locating pin unit, 
single rod

Series SizeVersion

UL = UNICLAMP locating pin unit    32 = Ø 32 mm

Rod end style

Rod for off -set pins
Rod with profl ed end
Rod with cross-profi led end inner 
Ø 16 mm
Rod with cross profi led end inner 
Ø 10 mm 
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Stroke

020 = 20 mm
040 = 40 mm

Product revision

Rod orientation

X = Symmetrical

E* = East

O* = West

N* = North

S* = South

Assigned by UNIVER

*Only with A rod end style

Sensor

D 
N
K

= Pneumatic sensor 
= No sensor (with protection plate)
= Electronic sensor PNP (optical) 
 (DF-K)

P = Pneumatic, single rod
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ULP32_ _ _A_K0

Rev. 00 08.08.19

32 mm 296 N 390 N ± 0,06° ± 0,03° 1,7 Kg
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Min./Max. operating pressure: 0,4 / 0,6 MPa

Operating temperature: 5°÷ 45° C

Strokes in mm.: 20 - 40

Electronic sensor with M12 swivel connector, from 0° to 90°,
in steps of 10°
Supply voltage: 10 ÷ 30 Vdc
IP code: IP 65

Pneumatic ports on both sides

* : TOLERANCE BETWEEN DOWELS ± 0,02, BETWEEN SCREW HOLES ± 0,1

Subject to technical modifi cations without notice

Bore

Ø

Max. pull force

0,5 MPa

WeightMax. push force

0,5 MPa

Max. torque

6 Nm

Max. defl ection

moment

5,5 Nm

UNICLAMP Pin units
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ULP32_ _ _CXK0

Rev. 00 08.08.19

32 mm 296 N 390 N ± 0,06° ± 0,03° 1,7 Kg

Min./Max. operating pressure: 0,4 / 0,6 MPa

Operating temperature: 5°÷ 45° C

Strokes in mm.: 20 - 40

Electronic sensor with M12 swivel connector, from 0° to 90°,
in steps of 10°
Supply voltage: 10 ÷ 30 Vdc
IP code: IP 65

Pneumatic ports on both sides

* : TOLERANCE BETWEEN DOWELS ± 0,02, BETWEEN SCREW HOLES ± 0,1

Subject to technical modifi cations without notice

Bore

Ø

Max. pull force

0,5 MPa

WeightMax. push force

0,5 MPa

Max. torque

6 Nm

Max. defl ection

moment

5,5 Nm

UNICLAMP Pin units



ULP32_ _ _BXK0

Rev. 00 19.09.19

32 mm 296 N 390 N ± 0,06° ± 0,03° 1,7 Kg

Min./Max. operating pressure: 0,4 / 0,6 MPa

Operating temperature: 5°÷ 45° C

Strokes in mm.: 20 - 40

Electronic sensor with M12 swivel connector, from 0° to 90°,
in steps of 10°
Supply voltage: 10 ÷ 30 Vdc
IP code: IP 65

Pneumatic ports on both sides

* : TOLERANCE BETWEEN DOWELS ± 0,02, BETWEEN SCREW HOLES ± 0,1

Subject to technical modifi cations without notice

Bore

Ø

Max. pull force

0,5 MPa

WeightMax. push force

0,5 MPa

Max. torque

6 Nm

Max. defl ection

moment

5,5 Nm

UNICLAMP Pin units



ULP32_ _ _EXK0

Rev. 00 19.09.19

32 mm 296 N 390 N ± 0,06° ± 0,03° 1,7 Kg

Min./Max. operating pressure: 0,4 / 0,6 MPa

Operating temperature: 5°÷ 45° C

Strokes in mm.: 20 - 40

Electronic sensor with M12 swivel connector, from 0° to 90°,
in steps of 10°
Supply voltage: 10 ÷ 30 Vdc
IP code: IP 65

Pneumatic ports on both sides

* : TOLERANCE BETWEEN DOWELS ± 0,02, BETWEEN SCREW HOLES ± 0,1

Subject to technical modifi cations without notice

Bore

Ø

Max. pull force

0,5 MPa

WeightMax. push force

0,5 MPa

Max. torque

6 Nm

Max. defl ection

moment

5,5 Nm

UNICLAMP Pin units




